
A modern solu�on for protec�ng buildings from excessive sunlight.

louvers mounted to walls, curtain walls as well as windows
the system includes: 100 - 400 mm aerofoil blade profiles as well as 40 and 80 mm "Z" shaped profiles

 louvers are recommended for use in conjunction with large glazed constructions
in order to reduce sunlight exposure of interior spaces

joints for mounting profiles at 15°, 30° and 45° degrees relative to the horizontal plane
movable louver variant - automatically controlled position

PONZIO BONDPONZIO BONDPONZIO SUN PROTECTPONZIO SUN PROTECT

Cer�fica�on National Technical Assessment ITB-KOT-2019-0872, 1st edition "PONZIOBOND PE, PONZIOBOND FR,
PONZIOBOND A2 composite panels", National Certificate of Constancy of Performance
No 020-UWB-2587/W "PONZIOBOND FR and PONZIOBOND A2 composite panels"

Technical parameters

A light, ven�lated façade system consis�ng of composite panels and moun�ng profiles and accessories.

easy mounting
short working time
functional and aesthetic - gives architects a wide range of possible applications
light, rigid and stable
good resistance to weather conditions
many different shapes possible
wide range of colours available (including wood-like)

advanced optimisation possibilities due to large panel sizes

three panel types:
 - PONZIOBOND PE consisting of a plastic core sandwiched between two aluminium sheets
 - PONZIOBOND FR - fire-retardant panels - the plastic core is mixed with a mineral filling
 - PONZIOBOND A2 - fire-resistant panels - LDPE core with a mineral filling

CURTAIN WALL SYSTEMSCURTAIN WALL SYSTEMS CURTAIN WALL SYSTEMSCURTAIN WALL SYSTEMS
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FIXING METHODS

TONGUE AND GROOVE SYSTEM RACK SYSTEM


